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(11) Rotor blades, by make and
model;

(12) Aircraft fabric work; and
(13) Any other purpose for which the

Administrator finds the applicant’s re-
quest is appropriate.

(c) For a limited rating for special-
ized services, the operations specifica-
tions of the station shall contain the
specification used in performing that
specialized service. The specification
may either be a civil or military one
that is currently used by industry and
approved by the Administrator or one
developed by the applicant and ap-
proved by the Administrator.

§ 145.35 Housing and facility require-
ments.

(a) An applicant for a domestic repair
station certificate and rating, or for an
additional rating, must comply with
paragraphs (b) to (h) of this section and
provide suitable—

(1) Housing for its necessary equip-
ment and material;

(2) Space for the work for which it
seeks a rating;

(3) Facilities for properly storing,
segregating, and protecting materials,
parts, and supplies; and

(4) Facilities for properly protecting
parts and subassemblies during dis-
assembly, cleaning, inspection, repair,
alteration, and assembly;

so that work being done is protected
from weather elements, dust, and heat;
workers are protected so that the work
will not be impaired by their physical
efficiency; and maintenance operations
have efficient and proper facilities.

(b) The applicant must provide suit-
able shop space where machine tools
and equipment are kept and where the
largest amount of bench work is done.
The shop space need not be partitioned
but machines and equipment must be
segregated whenever—

(1) Machine or woodwork is done so
near an assembly area that chips or
material might inadvertently fall into
assembled or partially assembled work;

(2) Unpartitioned parts cleaning
units are near other operations;

(3) Fabric work is done in an area
where there are oils and greases;

(4) Painting or spraying is done in an
area so arranged that paint or paint

dust can fall on assembled or partially
assembled work;

(5) Paint spraying, cleaning, or ma-
chining operations are done so near
testing operations that the precision of
test equipment might be affected; and

(6) In any other case the Adminis-
trator determines it is necessary.

(c) The applicant must provide suit-
able assembly space in an enclosed
structure where the largest amount of
assembly work is done. The assembly
space must be large enough for the
largest item to be worked on under the
rating he seeks and must meet the re-
quirements of paragraph (a) of this sec-
tion.

(d) The applicant must provide suit-
able storage facilities used exclusively
for storing standard parts, spare parts,
and raw materials, and separated from
shop and working space. He must orga-
nize the storage facilities so that only
acceptable parts and supplies will be
issued for any job, and must follow
standard good practices for properly
protecting stored materials.

(e) The applicant must store and pro-
tect parts being assembled or disassem-
bled, or awaiting assembly or dis-
assembly, to eliminate the possibility
of damage to them.

(f) The applicant must provide suit-
able ventilation for his shop, assembly,
and storage areas so that the physical
efficiency of his workers is not im-
paired.

(g) The applicant must provide ade-
quate lighting for all work being done
so that the quality of the work is not
impaired.

(h) The applicant must control the
temperature of the shop and assembly
area so that the quality of the work is
not impaired. Whenever special main-
tenance operations are being per-
formed, such as fabric work or paint-
ing, the temperature and humidity
control must be adequate to insure the
airworthiness of the article being
maintained.

§ 145.37 Special housing and facility
requirements.

(a) In addition to the housing and fa-
cility requirements in § 145.35, an appli-
cant for a domestic repair station cer-
tificate and rating, or for an additional
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rating, for airframes, powerplants, pro-
pellers, instruments, accessories, or ra-
dios must meet the requirements of
paragraphs (b) to (f) of this section.

(b) An applicant for an airframe rat-
ing must provide suitable permanent
housing for at least one of the heaviest
aircraft within the weight class of the
rating he seeks. If the location of the
station is such that climatic conditions
allow work to be done outside, perma-
nent work docks may be used if they
meet the requirements of § 145.35(a).

(c) An applicant for either a power-
plant or accessory rating must provide
suitable trays, racks, or stands for seg-
regating complete engine or accessory
assemblies from each other during as-
sembly and disassembly. He must pro-
vide covers to protect parts awaiting
assembly or during assembly to pre-
vent dust or other foreign objects from
entering into or falling on those parts.

(d) An applicant for a propeller rat-
ing must provide suitable stands,
racks, or other fixtures for the proper
storage of propellers after being
worked on.

(e) An applicant for a radio rating
must provide suitable storage facilities
to assure the protection of parts and
units that might deteriorate from
dampness or moisture.

(f) An applicant for an instrument
rating must provide a reasonably dust
free shop if the shop allocated to final
assembly is not air conditioned. Shop
and assembly areas must be kept clean
at all times to reduce the possibility of
dust or other foreign objects getting
into instrument assemblies.

§ 145.39 Personnel requirements.

(a) An applicant for a domestic repair
station certificate and rating, or for an
additional rating, must provide ade-
quate personnel who can perform, su-
pervise, and inspect the work for which
the station is to be rated. The officials
of the station must carefully consider
the justifications and abilities of their
employees and shall determine the
abilities of its uncertificated employ-
ees performing maintenance operations
on the basis of practical tests or em-
ployment records. The repair station is
primarily responsible for the satisfac-
tory work of its employees.

(b) The number of repair station em-
ployees may vary according to the type
and volume of its work. However, the
applicant must have enough properly
qualified employees to keep up with
the volume of work in process, and
may not reduce the number of its em-
ployees below that necessary to effi-
ciently produce airworthy work.

(c) Each repair station shall deter-
mine the abilities of its supervisors and
shall provide enough of them for all
phases of its activities. However, the
Administrator may determine the abil-
ity of any supervisor by inspecting his
employment and experience records or
by a personal test. Each supervisor
must have direct supervision over
working groups but need not have over-
all supervision at management level.
Whenever apprentices or students are
used in working groups on assemblies
or other operations that might be crit-
ical to the aircraft, the repair station
shall provide at least one supervisor for
each 10 apprentices or students, unless
the apprentices or students are inte-
grated into groups of experienced
workers.

(d) Each person who is directly in
charge of the maintenance functions of
a repair station must be appropriately
certificated as a mechanic or repair-
man under part 65 of this chapter and
must have had at least 18 months of
practical experience in the procedures,
practices, inspection methods, mate-
rials, tools, machine tools, and equip-
ment generally used in the work for
which the station is rated. Experience
as an apprentice or student mechanic
may not be counted in computing the
18 months of experience. In addition, at
least one of the persons so in charge of
maintenance functions for a station
with an airframe rating must have had
experience in the methods and proce-
dures prescribed by the Administrator
for returning aircraft to service after
100-hour, annual, and progressive in-
spections.

(e) Each limited repair station shall
have employees with detailed knowl-
edge of the particular maintenance
function or technique for which it is
rated, based on attending a factory
school or long experience with the
product or technique involved.
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